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1
PANEL ATTACHMENT SYSTEM

This invention claims the benefit of UK Patent Application
No. GB1314667.5, filed on 16 Aug. 2013, which is incorpo-
rated herein in its entirety.

FIELD OF THE INVENTION

The present invention relates to a panel attachment system
and particularly, but not exclusively, to a panel attachment
system for an exhaust gas duct.

BACKGROUND TO THE INVENTION

The exhaust duct for a gas turbine engine is conventionally
a circular duct which connects to the turbine stage outlet of
the engine. The use of a circular duct is convenient since it can
be readily connected to the turbine outlet of the engine. In
addition, thermal expansion of the exhaust duct resulting
from the heat of the exhaust gas flow may be readily accom-
modated by the radial growth of the exhaust duct.

However, in many gas turbine engine installations it is
desirable for the exit portion of the exhaust duct to be non-
circular because this can make the mechanical installation of
the exhaust duct into its supporting structure easier and more
convenient.

In particular it is advantageous for the exhaust duct to be
rectilinear in cross-section to facilitate the mounting of the
exhaust duct within its surrounding structure.

Due to the need to accommodate dimensional changes in
the exhaust duct resulting from the hot exhaust gases passing
through the exhaust duct it is known to provide a duct mount-
ing arrangement that independently accommodates both axial
and lateral growth of the exhaust duct resulting from thermal
expansion of the duct. Such mounting arrangements are
required to accommodate movement of the duct both axially
and laterally and can be mechanically complicated.

STATEMENTS OF INVENTION

According to a first aspect of the present invention there is
provided a panel attachment device for removably connecting
a panel to a casing, the panel attachment device comprising:

a first bracket;

a second bracket; and

a link having a first end and an opposite second end,

wherein the first end is removably connected to the first

bracket and the second end is removably connected to
the second bracket, each of the first end and second end
being located by, and rotatable relative to, the first
bracket and second bracket respectively.

The relative rotation between the first bracket and the sec-
ond bracket enables the panel attachment device to maintain
a desired predetermined spacing between panel and casing
without transmitting bending loads into the link. This allows
the link to be sized to withstand only axial loads thus enabling
the weight of the attachment device to be reduced so making
the device more efficient and attractive to a user.

Optionally, the link is an elongate member.

The link may be formed with a length to suit a particular
panel to casing spacing by simply varying the distance
between the first end and the second end.

Optionally, each of the first end and second end comprises
a spherical bearing, the outer diameter of each spherical bear-
ing being fixedly connected to a corresponding one of the first
and second ends, the inner diameter of each spherical bearing
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being fixedly connected to a corresponding one of the first and
second brackets, the axis of each spherical bearing being
coincident with one another.

A spherical bearing allows for relative rotation between
respective ones of the first and second brackets and corre-
sponding first and second ends of the link both in the plane of
the link (i.e. fore/aft) and across the plane of the link (i.e. side
to side). This makes the attachment device more convenient
and capable of handling a wide variety of small relative dis-
placements between the first and second brackets and corre-
sponding first and second ends of the link.

Optionally, the link comprises a centre portion interposed
between the first end and the second end, a lateral cross-
sectional area of the centre portion being smaller than a lateral
cross-sectional area of the first end and the second end.

Optionally, each of the first bracket, second bracket and
link is formed from a sheet metal or a sheet metal alloy.

The use of sheet metal enables the first and second brackets
and the link to be produced at low cost and because, as
outlined above, these parts need only withstand axial loads
they can be structurally efficient.

Optionally, a cross-section of the centre portion is stream-
lined in a plane substantially normal to the axis of each ofthe
spherical bearings.

Itis common practice for a cooling air flow to be circulated
in the space between the panel and the casing. Since the link
is positioned in this space it can reduce the flow efficiency of
this cooling air flow. Consequently it is desirable to stream-
line the centre portion of the link so as to minimise any
disruption to the cooling air flow passing over the link.

According to a second aspect of the present invention there
is provided a panel attachment system comprising:

a panel;

a casing;

a centre mount; and

a plurality of panel attachment devices as defined by the

first embodiment of the invention,

the centre mount fixedly connecting the panel and the

casing, each of' the first brackets being fixedly connected
to the panel, and each of the second brackets being
fixedly connected to the casing, such that each of the
spherical bearing axes is parallel to each other.

The use of a plurality of panel attachment assemblies
enables a panel to be attached to a casing while accommodat-
ing any thermal growth of the panel and still maintaining the
positional arrangement of the panel and casing.

A single fixed mount is positioned so that the thermal
growth of the panel occurs in directions that are predictable
and optimum for the particular design.

Other aspects of the invention provide devices, methods
and systems which include and/or implement some or all of
the actions described herein. The illustrative aspects of the
invention are designed to solve one or more of the problems
herein described and/or one or more other problems not dis-
cussed.

BRIEF DESCRIPTION OF THE DRAWINGS

There now follows a description of an embodiment of the
invention, by way of non-limiting example, with reference
being made to the accompanying drawings in which:

FIG. 1 shows a perspective view of a panel attachment
device according to a first embodiment of the invention;

FIG. 2 shows an end view of the attachment device of FIG.
1

FIG. 3 shows an elevational view of the attachment device

of FIG. 1;
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FIG. 4 is a schematic plan view of panel attachment system
according to a second embodiment of the invention; and

FIG. 5 is a schematic perspective view of the panel attach-
ment system according to the second embodiment of the
invention.

It is noted that the drawings may not be to scale. The
drawings are intended to depict only typical aspects of the
invention, and therefore should not be considered as limiting
the scope of the invention. In the drawings, like numbering
represents like elements between the drawings.

DETAILED DESCRIPTION

Referring to FIGS. 1 to 3, a panel attachment device
according to a first embodiment of the invention is designated
generally by the reference numeral 100. The panel attachment
device 100 removably connects a panel 210 to a casing 220 of
an exhaust system (not shown) for a gas turbine engine (not
shown)

The panel attachment device 100 comprises a first bracket
110, a second bracket 120 and a link 130.

The first bracket 110 is fixedly connected to the panel 210
while the second bracket 120 is fixedly connected to the
opposing casing 220. In the present arrangement each of the
first and second brackets 110,120 are formed from sheet
metal pressings. In alternative arrangements, the first and
second brackets 110,120 may be formed from a fibre rein-
forced material, such as a carbon fibre reinforced composite
material.

The link 130 is formed from sheet metal and comprises a
first end 132, a second end 134 and a centre portion 136. The
link 130 has a ‘dog bone’ profile with a cross-sectional area
137 of the centre portion 136 being smaller than a cross-
sectional area 133,135 of the first and second ends 132,134.

The centre portion 136 is formed with a generally rectan-
gular cross-sectional area. The width sides of the rectangular
cross-section are streamlined in order to minimise the disrup-
tion they produce on an air flow (shown as ‘A’ in FIG. 2)
passing over the centre portion 136.

Each of the first end 132 and second end 134 has a hole
therethrough to accommodate a spherical bearing 140. An
outer diameter 142 of the spherical bearing 140 is fixedly
connected to the first end 132 and the second end 134 of the
link 130. An inner diameter 144 of the spherical bearing 140
is fixedly connected to respective ones of the first and second
brackets 110,120.

In this way, any relative movement between the link 130
and each of the first and second brackets 110,120 can be
readily accommodated by the spherical bearing 140 move-
ment.

Referring to FIGS. 4 and 5, a panel attachment system
according to a second embodiment of the invention is desig-
nated generally by the reference numeral 200. Features of the
panel attachment system 200 which correspond to those of
panel attachment device 100 have been given corresponding
reference numerals for ease of reference.

The panel attachment system 200 has a panel 210 that is
spaced apart from a casing 220. A single fixed mount 230
fixedly connects the panel 210 and the casing 220. A plurality
of panel attachment devices 100 are then arranged across the
surface of the casing 220, and the panel 210.

The panel attachment devices 100 are arranged row-wise
across the panel/casing surface with each of the links 130
arranged so that they each lie in the same plane or in parallel
planes. This ensures that any lateral and longitudinal move-
ment of the panel 210 relative to the casing 220 resulting from
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thermal growth of the panel 210 can readily be accommo-
dated by relative movement between the first and second ends
of'the link 132,134 and respective ones of the first and second
brackets 110,120.

The foregoing description of various aspects of the inven-
tion has been presented for purposes of illustration and
description. It is not intended to be exhaustive or to limit the
invention to the precise form disclosed, and obviously, many
modifications and variations are possible. Such modifications
and variations that may be apparent to a person of skill in the
art are included within the scope of the invention as defined by
the accompanying claims.

The invention claimed is:

1. A gas turbine engine exhaust panel attachment system,
comprising:

a panel;

a casing substantially parallel to the panel;

a centre mount fixedly connecting the panel and the casing
so as to maintain the positional arrangement of the panel
and the casing by preventing all relative movement
between the panel and the casing at the centre mount;
and

a plurality of panel attachment devices, each of the panel
attachment devices comprising:

a first bracket;

a second bracket; and

a link having a first end and an opposite second end, the
first end being removably connected to the first
bracket, the second end being removably connected to
the second bracket, and each of the first end and the
second end being located by, and rotatable relative to,
the first bracket and the second bracket, respectively,
wherein:

each of the first brackets of the plurality of panel attach-
ment devices is fixedly connected to the panel, and

each of the second brackets of the plurality of panel attach-
ment devices is fixedly connected to the casing.

2. The gas turbine engine exhaust panel attachment system

asclaimed in claim 1, wherein the link is an elongate member.

3. The gas turbine engine exhaust panel attachment system
as claimed in claim 1, wherein each of the first end and the
second end comprises a spherical bearing, the outer diameter
of each spherical bearing being fixedly connected to a corre-
sponding one of the first and second ends, the inner diameter
of each spherical bearing being fixedly connected to a corre-
sponding one of the first and second brackets, and the axes of
the spherical bearings being coincident with one another.

4. The gas turbine engine exhaust panel attachment system
as claimed in claim 3, wherein the link comprises a centre
portion interposed between the first end and the second end, a
lateral cross-sectional area of the centre portion being smaller
than a lateral cross-sectional area of the first end and the
second end.

5. The gas turbine engine exhaust panel attachment system
as claimed in claim 4, wherein a cross-section of the centre
portion is streamlined in a plane substantially normal to the
axis of each of the spherical bearings.

6. A gas turbine engine exhaust panel attachment system as
claimed in claim 3, wherein the spherical bearing axes are
parallel to each other.

7. The gas turbine engine exhaust panel attachment system
as claimed in claim 1, wherein each of the first bracket, the
second bracket, and the link is formed from a sheet metal or a
sheet metal alloy.



